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DORN Hollow Fiber Dialyzer C€0197
PF Series

[ ) [ )
HOIIOW Flber DIG|YZeI' Model B-14PF  B-16PF B-20PF B-24PF
() QB(mL/min) 200 | 300 | 400 [ 200 | 300 | 400 | 200 | 300 | 400 [ 200 | 300 | 400 | 200 | 300 | 400 | 200 | 300 | 400
PF Series

Urea 189 | 251 | 281 | 191 | 259 | 290 | 193 | 266 | 300 | 195 | 274 | 311 | 197 | 284 | 321 | 198 | 291 | 330

Creatinine | 180 | 232 | 260 | 183 | 244 | 275 | 186 | 256 | 287 | 189 | 267 | 299 | 192 | 280 | 311 | 195 | 286 | 322

Clearance

USRS prosohate | 179 | 228 | 267 | 185 | 240 | 280 | 190 | 250 | 292 | 192 | 260 | 305 | 195 | 272 | 317 | 197 | 281 | 329
VitaminBr2 | 114 | 132 | 142 | 123 | 148 | 158 | 130 | 162 | 175 | 138 | 177 | 188 | 146 | 190 | 202 | 153 | 201 | 214

Test condition: Qo=500mL/min, Qr=10mL/min, temperature 37C+1C

Model B-14PF B-16PF B-18PF B-20PF B-22PF B-24PF

Membrane Polyethersulfone

Housing and caps material

Wall thickness(um)

Max TMP (mmHg)
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Tlumaczenie z jezyka angielskiego

DORN

Dializator membranowy seria PF

Bain Medical Equipment (Guangzhou) Co. Ltd

Adres: No.10 Juncheng Road, Eastern Area, Guangzhou Economic and Technological Development District, Guangzhou, 510760 Chiny
No.10 Banhe Road,Economic and Technological Development District, Guangzhou,510535,Chiny

Tel: +86-(0)20-66856868, Fak: +86-(0)20-32067500

E-mail: sales@baingz.com, www,bainmedical.com.

Dializator membranowy seria PF C€ o197

Model B-14PF B-16PF B-18PF B-20PF B-22PF B-24PF
QB(mL/min) 200 | 300 | 400 | 200 | 300 | 400 | 200 | 300 | 400 | 200 | 300 | 400 | 200 | 300 | 400 (200 | 300 | 400

Mocznik 189 [ 251|281 | 191 | 259 | 290 | 193 | 266 | 300 | 195 | 274 | 311 | 197 | 284 | 321 | 198 | 291 | 330
:i‘g:lz';‘z’:f“a Kreatynina | 180 | 232 | 260 | 183 | 244 | 275 | 186 | 256 | 287 | 189 | 267 | 299 | 192 | 280 | 311 | 195 | 286 | 322

(mL/min) Fosforany | 179 | 228 | 267 | 185|240 | 280 | 190 | 250 | 292 | 192 | 260 | 305 | 195 | 272 | 317 | 197 | 281 | 329
Witamina 822| 114 | 132 | 142 | 123 | 148 | 158 | 130 | 162 | 175 | 138 | 177 [ 188 | 146 | 190 | 202 | 153 | 201 | 214

Warunki pomiaru : Qo=500mL/min, QF=10mL/min, temperatura: 37C+1C

Model B-14PF B-16PF B-18PF B-20PF B-22PF B-24PF

Pojemnosc
wypetnienia (ml) 125 137

Membrana Polieterosulfon

Materiat obudowy i korkow PP
Grubosc sciany kapilary (um) 40
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