
Przedmiot zamówienia.
Przedmiotem zamówienia jest system identyfikacji pacjenta oparty o kody kreskowe 1D lub 2D, współpracujący z systemem weryfikacji i zarządzania MOSAIQ v.2.64 i v.2.81.
[bookmark: _GoBack]System powinien być wyposażony w odpowiednią ilość czytników przewodowych i bezprzewodowych, drukarek etykiet samoprzylepnych, drukarek kart plastikowych wraz z odpowiednim oprogramowaniem, urządzenia sieciowe umożliwiające połączenie sterowni z bunkrem akceleratora (np. hub USB) oraz kamerę/aparat umożliwiający wykonywanie zdjęć ułożenia pacjentów i akcesoriów oraz ich łatwy transfer do systemu Mosaiq. Oferowany system powinien również zawierać odpowiednią ilość materiałów eksploatacyjnych (karty plastikowe, etykiety, taśmy do drukarek itd.), która zaspokoi potrzeby Zamawiającego w okresie co najmniej 24 miesięcy od uruchomienia. Wykonawca dostarczy, zainstaluje i skonfiguruje wszelkie niezbędne oprogramowanie, w tym również ewentualnie wymagane licencje w systemie Mosaiq. System będzie użytkowany w jednym pomieszczeniu akceleratora, jednej sterowni akceleratora, na symulatorze CT, w modelarni, w poczekalni, na konsoli rejestracji (dwie lokalizacje), w pomieszczeniu planowania leczenia. Pacjenci ambulatoryjni będą mieli wydawane karty identyfikacyjne z kodem. Pacjenci hospitalizowani będą identyfikowani za pomocą opasek na rękę. Preferowane jest wykorzystanie obecnie używanych w ŚCO opasek dla pacjentów. System umożliwi samodzielną rejestrację pacjentów oczekujących na napromienianie oraz informację o tym w systemie Mosaiq, weryfikację pacjentów i akcesoriów, w tym unieruchomień indywidualnych. Wymagania dotyczące urządzeń współpracujących z systemem Mosaiq znajdują się w instrukcji do systemu – skan poniżej.
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Barcode equipment

Use the approved barcode equipment to install the barcode readers and printers.

MOSAIQ barcodes includes functionality for patient selection, patient queuing, chart and film
tracking, charge capture, and accessory verification. Barcodes have these requirements:
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Ancillary equipment requirements
Custom Report Generator

Note:

* Install an input device at workstations where barcodes are read.

* Install a label printer at workstations to output barcode labels.

Wireless barcode scanners are not supported in the Elektacloud environment.

Table 8.2

Approved Barcode reader and printer devices

Approved Input Devices (Barcode readers)

Approved Output Devices (Barcode printers)

Metrologic MS 9540 Scan Gun

Zebra ZD410 Label Printer (part number
ZD41022-DO1EOOEZ) with parallel, USB, or
network connection and 1” x 3.5” or 1.5” x 3.5”
Avery 4150 printer labels

Honeywell Voyager CG MS9540 Scan Gun

Honeywell Xenon 1900 area image wired
barcode scanner (MOSAIQ 2.63 or higher)

Zebra/Motorola MT2000 series (MT2070 or
MT2090) wireless scanner with part numbers
(KT-2070-51.2000C1US/KT-2090-5L.2000C1US).
The cradle with part number (STB2078-
C10007WR) is required for wireless operation.
It functions with the MT2070 and the MT2090.

Note: Citrix XenApp 4.5 and higher installations
are supported.

Note: These devices are no longer rekommended or supplied by Elekta:

Symbol LS 3200 Laser Gun (+ Symbol Laser
Cable) (discontinued), Symbol LS 3070 Cordless

Laser Gun (discontinued)

Zebra LP 2824Plus (discontinued), Zebra LP
2824 (discontinued), Seiko Smart Label Printer
Pro, Printer Pro 240, or Printer 220





