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Foundation

 

A B
[mm]         

C
[mm]

H
[mm] [kg]

B-80 KB-80 4xM16 190 300 800 115

F-100 KB-100 4xM20 190 300 1000 130

B-120 KB-120 4xM24 250 350 1200 220

B-150 KB-120 4xM24 250 350 1500 270

B-160 KB-120 4xM24 250 400 1600 400

B-200 KB-120 4xM24 250 400 2000 570

F1 KF-1 4xM27 300 800 1650 900

F2 KF-2 4xM33 300 820 1700 1150

F-5/1-16 KF-5/1 4xM33 400 1050 2500 2700

F-5/1-18 KF-5/1 4xM33 400 1050 2750 2950

Elmonter-Lighting’s offerings include foundations for installing lighting columns and masts, which meet all the resistance and strength requirements (the ultimate moment 

of resistance [Mu] that can be applied to the foundation head). The value of Mu depends on the foundation size and type, and on the soil properties.

Soil bearing capacity has been calculated based on the PN-80/B-03322 norm. The foundations featured on this page are standard foundations for medium-class soil. For 

columns and masts sunk directly in the ground, the depth of foundation is based on the PN-EN 40-2 norm and depends on the nominal column/mast height, allowing for 

Elmoner-Lighting shall not be liable for any damages resulting from misapplication of its foundations, from exceeding the maximum permissible load (column + bracket 

+ frame), and from using other foundations that do no meet resistance norms.
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